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Visualize
Observe in real time the output of your camera
using only a mouse and a standard VGA monitor.
Line-scan or area-scan, progressive or interlaced,
single output or multi-tap.  

The Scanverter can accept data at speeds up to 
100 Mbytes/sec.  It rasterizes out-of-order and 
segmented images on-the-fly for a lag-free display.

Absolutely no programming is required. Just plug it
in.  Simple on-screen menus expose all the features
particular to your camera.  

Connect
Network enable your camera.  Or use it like a 
table-top scanner.  Scanverter’s Ethernet and USB
interfaces provide the means.  

Frame Grabber 
and PC not required!
The Scanverter is a complete imaging solution.  
An embedded RISC processor and 16 Mbyte frame
buffer empower an economical, streamlined, and
portable alternative to the traditional frame 
grabber/PC solution.

Or use it with your existing acquisition hardware.
The Scanverter can expand your system’s 
capabilities or provide redundancy for critical 
applications. 

Compatibility
Its modular architecture and Windows® CE operating
system speed the Scanverter’s adaptation to new
cameras and custom applications.

Features
� Compatible with almost 

any digital or analog camera

� Fast, dual-ported frame buffer for 
simultaneous acquisition and display

� Hardware-based rasterization

� Mouse, USB, Ethernet connections

� 1024 x 768 60 Hz VGA output

� 32-bit RISC processor

� Compact: 1.5” x 5” x 7”

� Low power: 6 Watts

Applications
� Line and area scan conversion

� Electronic viewfinder

� Camera diagnostics

� Imaging over networks

� Imaging on non-PC platforms

� General purpose data acquisition

Contact us
Let us tell you more about our custom hardware 
and software design capabilities.


